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MSZ-EF Series

The streamlined wall mounted indoor units
have contemporary clean lines, expressing
sophistication and quality. Available in three
stylish colours natural white, matte silver
and glossy black to provide the best match
scenario for diverse interior designs.

° Nano Platinum Filter

The Nano Platinum Deodorising Filter
reduces airborne bacteria while improving
air quality. The optional Electrostatic
Anti-Allergy Enzyme Filter assists in the
reduction of common allergens.™

wiE> Built-In Wi-Fi Control*?

CONTROL

Unlock the door to smarter heating and
cooling systems, for total home comfort.
Connecting your Mitsubishi Electric air
conditioner to your smartphone, tablet or
online account, gives you the freedom to
control each unit on-the-go via an internet
connection from anywhere in the world.

Quiet Operation

The “Quiet” fan speed setting ensures
super quiet operation at 21dB(A). Perfect
for the bedroom; it’s so quiet you’ll check
to see if it’s on.

Econo Cool Operation

A one touch setting to enable swing
airflow that makes you feel cooler than
fixed direction airflow. The set temperature
and the airflow direction are automatically
adjusted by the microprocessor.

[Indoorunit | MSZ-EF25VGKD(W/B/S) | MSZz-EF35VGKD(W/B/S) | MSZ-EF42VGKD(W/B/S) | MSz-EF50VGKD(W/B/S)

MUZ-EF25VGD
Capacity [Min - Rated™ - Max] kW 09-25-34
Total Input [Min - Rated™ - Max] kW 0.23-0.54-1.15
At Hot/
5
(ZFE:;:H::;;;‘ ating Average/ 45/4/4
Cold
Cooling Air Volume IN Min - Max
(Fan Speeds) L/s 67 - 175 (5)
Sound Pressure Level®
IN Min - Max cl=y =42
Sound Pressure Level™®
out (PWL) dB(A) 47 (58)
Capacity [Min - Rated™ - Max] kw 1.0-32-4.2
Total Input [Min - Rated™ - Max] kW 0.23-0.70- 1.17
. Hot/
ZERL Star Rating™
(Residential) Average/ 3/25/25
Cold
Heating Air Volume IN Min - Max
(Fan Speeds) L/s 67 - 198 (5)
Sound Pressure Level®
IN Min - Max et 2il =t
Sound Pressure Level®
Out (PWL) dB(A) 48 (61)
. . Indoor [HXWxD] mm 299 x 885 x 195
Dimensions
Outdoor [HxWxD] mm 550 x 800 x 285

For full specifications, please see the QR code on the front of the flyer.

*1 Bacteria: Testing Standard JIS L1902. Allergens (Cat allergen & pollen): Testing
Standard Elisa Sandwich.

*2 Account and Internet Connection Required.

*3 Model MSZ-EF35 only. Tested in an anechoic chamber according to
EN 12102-1:2017.

*4 The Capacity (rated), Total Input (rated) and Running Current (rated) are determined
under conditions T1 (cooling) or H1 (heating) of AS/NZS 3823.1.1
Cooling: Indoor 27°CDB/19°CWB, Outdoor 35°CDB/24°CWB
Heating: Indoor 20°CDB/15°CWB, Outdoor 7°CDB/6°CWB

*5 ZERL (Residential) refers to ‘Zoned Energy Rating Label residential star rating based
on GEMS 2019 Determination.

*6 Tested in an anechoic chamber according to EN 12102-1:2017.
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MUZ-EF35VGD MUZ-EF42VGD MUZ-EF50VGD
11-35-4.0 09-42-46 14-50-54
0.21-0.91 - 1.50 0.15-1.20 - 1.93 0.30 - 1.55 - 1.98

35/35/35 3/3/3 3/3/3
67 - 175 (5) 97 - 187 (5) 97 - 188 (5)
21-42 28 - 43 30-43
49 (62) 50 (62) 52 (65)
13-4.0-51 13-54-6.3 14-58-75
0.21-0.95-1.33 0.26 - 1.46 - 2.05 0.30 - 1.56 - 2.64
3/25/2 3/25/2 25/25/2
67 - 212 (5) 92 - 220 (5) 107 - 243 (5)
21-46 28 - 48 30 - 49
50 (63) 51 (64) 52 (65)
299 x 885 x 195 299 x 885 x 195 299 x 885 x 195
550 x 800 x 285 550 x 800 x 285 714 x 800 x 285
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